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Projektor ArmatUrleri Serisi

Dobi

Dobi

Dobi LED round sports light is a popular sports lighting solution made in TUrkiye. Strong heatsink design that enables efficient heat conduction and dissipation.
Modular designed lens maximizes light efficiency while minimizing light loss. The seperate design of the LEDs and driver prevents interference between them.
Thanks to its integrated structure of Dobi with IP66 waterproof rating, making it suitable for various indoor and outdoor applications.

Dobi tamamen verli imalat, agirlikli olarak stadyum, arena vb alanlarda tercih edilen populer bir armattrdir. Glglu sogutma tasarimi sayesinde Isi tahliyesi etkilidir.
Ozeltasarim moddiler lens yapisi sayesinde isik verimliligi Ust diizeydir. LED ve trafo ayr kompartmanlarda olmasi sayesinde birbirlerini 1si agisindan etkilememektedir.
IP66 koruma sinifi yapisi sayesinde hem i¢ hem dis mekan bircok projede tercih edilir.

EN TR

- Direct lighting luminaire for use with LEDs. — Led'li simetrik isik ¢ikigli projektor armatur.

- Housing made from Corrosion resistant die-cast aluminium raw - Hammaddesi korozyona dayanikli aluminyum enjeksiyon govde.
material. - Braketli montaj sistemine sahiptir. YUzeye veya direk Ustlerine monte

- Installation with bracket on floor or on top of the poles. edilebilir.

- Mains voltage: 220-240V / 50-60Hz. — 220-240V / 50-60Hz enerji girigli.

- Spot, medium, flood and wide flood beam angles available. - Dar, orta, genis ve ¢ok genis agi secenekleri mevcuttur.

- Led colour temperatures are optionally 2700K, 3000K, 3500K, 4000K, - 2700K, 3000K, 3500K, 4000K, 5000K ve 6500K renk sicakligi
5000K and 6500K. secenekleri mevcuttur.

- Internal silicon gaskets ensure IP protection. - Silikon contalar ile IP korumasi sorunsuz saglanir.

— All external screws are stainless steel. — TUm dig vidalar paslanmazdir.

- Double layer polyester powder paint resistant to corrosion and salt - Cift katmanli polyester toz boya sayesinde korozyona ve tuza dayanikli.
spray fog. - 134Im/W'a kadar ulagsan verim.

- Up to 134Im/W efficiency. - YUksek renk uyumu: <3 SDCM

- High colour consistency: <3 SDCM - ArmatUrde paslanmaz kablo rekoru kullaniimaktadir ve 220V ana

- Stainless steel cable gland and mains cable provided with IP68 socket sebeke kablosunda IP68 korumali konnektdr bulunmaktadir. Bununla
and water stopper in the middle of the cable to avoid vapor enter birlikte 220V kablo ucu ve armatur arasi su stoperi kullanilarak Grn ici
inside the projector. nemlenme ve su buhari olusumu en aza indirgenmektedir.

— Mechanical aiming lock. - Mekanik kilitleme sistemi.

- DALI and 1-10V dimming options available. - DALI ve 1-10V Dim segenekleri mevcuttur.

- Due to high heatsink capacity, Dobi can operate in high Ta - YUksek sogutma kapasitesi sayesinde Dobi ylksek Ta sicaklik
conditions. degerlerine sahip ortamlarda da rahatca caligir.

- L.80 B10 50000hrs and five years warranty. - L.80 B10 50000 saat ve bes yil garanti.



Dobi

Critical Feature / Kritik Ozellik

A- When luminaire is on, it will generate high temperature and create negative
pressure and brings vapor inside that would create water droplets on glass and
increase percentage of failure. That's why water stopper device is critical to avoid
vapor go inside luminaire.

A- Armatlr galistiginda yaratacagi i1si Grlinun igine dogru basing yaratacagindan
su buhari kablo iginden armatur igine rahatca girebilir ve ariza ylUzdesini artirablilir.
Bu sebeple 220V kablosunun orta bdlimune ilave olarak su stoper koyularak Urtn
icinde buharlasmay! en aza indiriyoruz.

B- Every projector Avolux produces is being supplied by IP67 socket for safe
installation and prevent water travel inside luminaire through the cable.

B- Avolux Urettigi tim projektorlerin yaninda glivenli montaj icin P67 soketi temin
etmektedir. Bu sayede armature kablo icinden su girme ihtimali ortadan kalkmaktadir.

Floodlights Luminaires Series /

General Features / Genel Ozellikler

1- High efficient lens optic with spot, medium, flood and wide flood distribution options.
Dar, orta, genis ve ¢cok genis isik dagilimlarina sahip ylksek verimli lens optik.

2- Highest efficiency power led's with 2700K, 3000K, 3500K, 4000K, 5000K and 6500K CCT
options.
2700K, 3000K, 3500K, 4000K, 5000K ve 6500K renklere sahip yuksek verimli power LED
modul.

3- Clever thermal design.
Akilll sogutma tasarimi.

4- High quality LED driver that can function both in low and high Ta conditions with five years
warranty. On/off, 1-10V and DALI options available.
Cok dusUk ve yuksek Ta degerlerinde calisabilen yuksek kalite LED trafosu. On/off, 1-10V ve
DALI secenekleri bulunmaktadir.

5- 120dg adjustable mounting arm with mechanical lock system.
120dg hareket edebilir mekanik kilitteme sistemine sahip montaj kolu.

Design / Dizayn

Dobi has strong heatsink with four lens modules integrated that creates high
flux lumen output. Bracket rotates up to 120° with mechanical aiming lock.

Dobi guglt sogutma tasanmi ve dort modulden olusan lens optik yapisi yuksek
limen ¢ikigl elde edilmesini saglar. Bracket 120° hareketli mekanzimaya sahiptir.
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5 / Product Color / Uriin Renk Technical Drawing / Teknik Cizim
White = 01 Light Gray =04  Textured Metalic Black = 03

Dark Gray = 05

590mm
570mm

522mm

Dobi / 007.WL.16575

Power / Order Code / . Limen T¢=50°
Glg il Siparis Kodu D Ldmen
800W CRI>70 007.WL.16575.(.). (). (). (.) 2700K 105997
3000K 107689
3500K 112639
4000K 115114
5000K 116357
* Code example / Kod 6rnegi: 6500K 117600
CRI>80 007.WL.16575.(.). (). (). (.) 2700K 99004
007.WL.16575.800.827. SP . 01
N S 3000K 100150
! 2.3 405 3500K 104753
1- Product code / Armatlr kodu 4000K 107055
2 Power/ Glig 5000K 108211
3-CRI/ Kelvin
6500K 109367
4- Reflector angle / Reflektor agisi - - -
5 Golour/ Urtin renk Tunable White / Dinamik Beyaz | O07.WL.16575. (). (..) . (.) . (..) 2700K - 000K X
RGBW 007.WL.16575. (). (). (). (.) RGBW X
Watt - Driving Current / . Reflector Angle / Product Color /
2 Watt - Strls Akimi e ChlReli & Reflektor Acisi 2 Urlin Renk
- 800  800W -3600mA 727  CRI>70-2700K 827 CRI>80 - 2700K m SP 17° - Spot |:| 01 white
]
4
o 700 700W - 3190mA 730  CRI>70-3000K 830 CRI>80-3000K m ME 34° - Medium |:| 02 ral 9010
Q
IS
Q 600 B600W - 2750mA 735 CRI>70 - 3500K 835 CRI>80 - 3500K m FL 73° - Flood - 03 black
°
g 740  CRI>70-4000K | 840  CRI>80 - 4000K D WF  81°-WideFlood || 04 gray
[¢]
£ 750 CRI>70-5000K | 850  CRI>80-5000K Bl o5 dakgray
Q
§ 765 CRI>70-6500K | TW  2700K-6000K [M 06 special color
S~
E RGBW RGBW
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LDT Files / LDT Datalari

007.WL.16575

Beam Angle: 17°

105°
90°
75° /
2000
60°
o000
450 oo
odpo
30° 15° 0°
carkm
Co-Ci80 ——Cs0-C2r0
Beam Angle: 81°
105°
90°
75° y
60°
st
45° 480
oo
30° 15° 0°
carkim
Co-Ci80 ——Cs0-C2r0

30°

n=100%

45°

750

60°

45°

800W POWER LED

Oistance [l E(0%) 2168270
0.5 015 E(CO) 8.7° 1070193
E(0°) 542067,

1.0 0.31 E(CO) 8.7° 267548,
E(0) 240919)

15 0.46 E(CO) 87° 118910,
E(0%) 135517

2.0 0.61 E(CO) 8.7° 66887,
E(07) 86731

25 0.77 E(CO) 87° 42808,
E(0°) 60230

3.0 0.92 E(CO) 870 29728,
Koni Daimeter [m] uminance (1]

—— C0- G180 (Half value angle: 17.4%)

800W POWER LED

Distance (m] o 265685
0.5 0.74 E(C0) 36.4° 63082
E(0%) 71421

1.0 1.47 E(CO) 364° 15771
E(0%) 31743

15 2.21 E(CO) 36.4° 7009
E(0%) 17855,

2.0 2.95 E(CO) 36.4° 3043
E(0%) 11427

25 3.69 E(CO) 364° 2523
E(07) 7936

3.0 442 E(CO) 364° 1752
Koni Daimeter [m] uminance (1]

—— C0- G180 (Half value angle: 72.6°)

Optical Features / Optik Ozellikleri

Beam Angle: 34°

105°

90°

75°

800
1200
1600

30° 15° 0°

ca/kim

——C0-C180 —— C90-C270

15°

30°

n=100%

105°

800W POWER LED

105°
Distance (m] o0 iz
05 0.30 E(CO) 168" 370680 90°
£(0%) 210556, N
1.0 0.60 ECO) 168 92670 5
E(0%) 93580) 60°
15 091 Eco) 168" 41167
E(0°) 52639
2.0 1.21 E(CO) 16.8° 23167, 457
£07) 33689
25 151 Eco) 168 14827
E(0°) 23395
30 1.81 Eco) 168 10297
oni Daimetor {m] uminance (]

—— 00- G180 (Half value angle: 33.6%)

Beam Angle: 73°

/ 320
480

30° 15° 0°

cd/kim

——0-C180 —— 00270

105°

90°

45°

150 300

n=100%

800W POWER LED

Distance (m] o
05 074 Eco)
E(0°)
1.0 147 Eco)
E(0°)
15 2.21 Eco)
£0)
2.0 295 Eco)
E(0°)
25 3.69 Eco)
E(0°)
3.0 442 Eco)

Koni Daimeter [m]

—— 0~ G180 (Half value angle: 728°)

265182
36.4° 69323
66296
364° 17331
29465,
36.4° 7703
16574
36.4° 4333
10607
364° 2773
7366,
36.4° 1926

luminance [ix]

Dobi optic system and lumen output is convenient to be used in sport areas like football fields, basketball arenas etc.

Dobi optik sistemi ve limen glct armattrin futbol sahalari, basketbol arenalarn gibi birgok farkli alanda kullanilabilme olanagdi saglar.
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