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LED COB 

System Power / Sistem Gücü 2x35W

Lumen Output from Fixture / 
Armatür Çıkış Lümeni 
CRI>80

2700K 8220

3000K 8480

3500K 8720

4000K 9000

5000K 9280

Driving Current / Sürüş Akımı 900mA

Dali Dimming Option / Dali Dim Seçeneği π

Koala ST / O07.ST.06027
Beam Angle: 40° (Miro Silver)

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°

E(C0) 19.4° 12135

28902

E(0)°

E(C0) 19.4°

7226

3034

3211

1348

1806

758

1156

485

803

337

E(0)°

E(C0) 19.4°

E(0)°

E(C0) 19.4°

E(0)°

E(C0) 19.4°

E(0)°

E(C0) 19.4°

0.35

0.70

1.06

1.41

1.76

2.113.0

Beam Angle: 60° (Miro Silver)

distance [m]

0.5

1.0

1.5

2.0

2.5

cone diameter [m] illuminance [lx]

E(0)°

E(C0) 30.3° 5113

15338

E(0)°

E(C0) 30.3°

3834

1278

1704

568

959

320

614

205

426

142

E(0)°

E(C0) 30.3°

E(0)°

E(C0) 30.3°

E(0)°

E(C0) 30.3°

E(0)°

E(C0) 30.3°

0.58

1.17

1.75

2.34

2.92

3.513.0
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Advised Pole Heights for Koala ST / 
Koala ST Serisi için Tavsiye edilen Direk Yükseklikleri
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