Quasar Maxi

Quasar Maxi / 007.ST.16305.V1

System Power / Sistem Giicl 105W
Lumen Output from Fixture / Armatir Cikis Limeni CRI>80 4000K 14805Im
Driving Current / Strtis Akimi 430mA
Pole Distance / Direk Acikligi (a) 31m
Pole Height / Direk Yiksekligi (h) 10m
Road Width / Yol Genisligi (L) 7.5m
Lighting Class / Aydinlatma Sinifi ME3
Optic Type / Optik Tipi : Maximizing pole distance / Maksimum direk aralig

Quasar Maxi / 007.ST.16305.V1.1

System Power / Sistem Guicu 105W
Lumen Output from Fixture / Armatir Cikis Limeni CRI>80 4000K 14490Im
Driving Current / Stirtis Akimi 430mA
Pole Distance / Direk Acikligi (a) 27m
Pole Height / Direk Yiksekligi (h) 10m
Road Width / Yol Genisligi (L) 9m
Lighting Class / Aydinlatma Sinifi ME3

Optic Type / Optik Tipi : Maximizing vertical illumination / Dikey eksende maksimum aydinlatma

Quasar Maxi / 007.ST.16305.V2

System Power / Sistem Gucu 120W
Lumen Output from Fixture / Armatir Cikis Limeni CRI>80 4000K 16680Im
Driving Current / Stirtis Akimi 500mA
Pole Distance / Direk Acikligi (a) 35m
Pole Height / Direk Yksekligi (h) 11m
Road Width / Yol Genisligi (L) 7.5m
Lighting Class / Aydinlatma Sinifi ME3
Optic Type / Optik Tipi : Maximizing pole distance / Maksimum direk aralig

Quasar Maxi / 007.ST.16305.V2.1

System Power / Sistem Gliclu 120W
Lumen Output from Fixture / Armattr Cikis Limeni CRI>80 4000K 16320Im
Driving Current / Strtis Akimi 500mA
Pole Distance / Direk Acikligi (a) 30m
Pole Height / Direk Yiksekligi (h) 11m
Road Width / Yol Genisligi (L) om
Lighting Class / Aydinlatma Sinifi ME3

Optic Type / Optik Tipi : Maximizing vertical illumination / Dikey eksende maksimum aydinlatma

Quasar Maxi / 007.ST.16305.V3

System Power / Sistem Gucu 150W
Lumen Output from Fixture / Armattr Cikis Limeni CRI>80 4000K 21525Im
Driving Current / Stirtis Akimi 650mA
Pole Distance / Direk Acikligi (a) 36m
Pole Height / Direk Yuksekligi (h) 12m
Road Width / Yol Genisligi (L) 7.5m
Lighting Class / Aydinlatma Sinifi ME2
Optic Type / Optik Tipi : Maximizing pole distance / Maksimum direk araligi

Quasar Maxi / 007.ST.16305.V3.1

System Power / Sistem Glicu 150W
Lumen Output from Fixture / Armatir Cikis Limeni CRI>80 4000K 21075Im
Driving Current / Stirtis Akimi 650mA
Pole Distance / Direk Acikligi (a) 29m
Pole Height / Direk Yiiksekligi (h) 12m
Road Width / Yol Genisligi (L) 9m
Lighting Class / Aydinlatma Sinifi ME2

Optic Type / Optik Tipi : Maximizing vertical illumination / Dikey eksende maksimum aydinlatma

www.avolux.com

cd/kim
——C0-C180 ——C90-C270 n=100%

cd/kim

cd/kim
——0-C180 —— 00270 n=100%
105°
90°
75°
60°
45°
30° 15
cd/kim
——C0-C180 —— C90-C270 n=100%

30° 15° 0° 15° 30°

cd/kim

——G0-G180 ——C0-C270 n=100%
AVOLUXX

~
(]
2
=
[}
(0]
(]
1}
=
©
=
IS
=]
a
o
o
o
K
[}
o




