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Beam Angle: 15° 125W POWER LED

90° 90°

105°105°

75° 75°

60° 60°

45°

cd/klm

---------- C0 - C180   ---------- C90 - C270 η=100%

45°

30° 15° 0° 15° 30°

3000

4500

6000

Koni Daimeter [m] Illuminance [lx]

---------- C0 - C180 (Half value angle: 18.4°)

E(0°)
E(C0) 9.2°

488154
236694

E(0°)
E(C0) 9.2°

122039
59173

E(0°)
E(C0) 9.2°

54239
26299

E(0°)
E(C0) 9.2°

30510
14793

E(0°)
E(C0) 9.2°

19526
9468

E(0°)
E(C0) 9.2°

13560
6575

Distance [m]

0.5

1.0

1.5

2.0

2.5

3.0

0.16

0.32

0.49

0.65

0.81

0.97

E(0°)
E(C0) 17.2°

143962
62992

E(0°)
E(C0) 17.2°

35991
15748

E(0°)
E(C0) 17.2°

15996
6999

E(0°)
E(C0) 17.2°

8998
3937

E(0°)
E(C0) 17.2°

5758
2520

E(0°)
E(C0) 17.2°

3999
1750

Distance [m]

0.5

1.0

1.5

2.0

2.5

3.0

0.31

0.62

0.93

1.24

1.55

1.86

Beam Angle: 35° 125W POWER LED

90° 90°

105°105°

75° 75°

60° 60°

45°

cd/klm

---------- C0 - C180   ---------- C90 - C270 η=100%

45°

30° 15° 0° 15° 30°

800

1200

1600

2000

2400

Koni Daimeter [m] Illuminance [lx]

---------- C0 - C180 (Half value angle: 34.4°)

Beam Angle: 70° 125W POWER LED

90° 90°

105°105°

75° 75°

60° 60°

45°

cd/klm

---------- C0 - C180   ---------- C90 - C270 η=100%

45°

30° 15° 0° 15° 30°

400

600

1000

Koni Daimeter [m] Illuminance [lx]

---------- C0 - C180 (Half value angle: 66.6°)

E(0°)
E(C0) 33.3°

53164
15589

E(0°)
E(C0) 33.3°

13291
3897

E(0°)
E(C0) 33.3°

5907
1732

E(0°)
E(C0) 33.3°

3323
974

E(0°)
E(C0) 33.3°

2127
624

E(0°)
E(C0) 33.3°

1477
433

Distance [m]

0.5

1.0

1.5

2.0

2.5

3.0

0.66

1.31

1.97

2.63

3.28

3.94

Beam Angle: 100° 125W POWER LED

90° 90°

105°105°

75° 75°

60° 60°

45°

cd/klm

---------- C0 - C180   ---------- C90 - C270 η=100%

45°

30° 15° 0° 15° 30°

200

300

400

500

Koni Daimeter [m] Illuminance [lx]

---------- C0 - C180 (Half value angle: 92.4°)

E(0°)
E(C0) 46.2°

29242
4898

E(0°)
E(C0) 46.2°

7310
1225

E(0°)
E(C0) 46.2°

3249
544

E(0°)
E(C0) 46.2°

1828
306

E(0°)
E(C0) 46.2°

1170
196

E(0°)
E(C0) 46.2°

812
136

Distance [m]

0.5

1.0

1.5

2.0

2.5

3.0

1.04

2.09

3.13

4.17

5.21

6.26

Distance [m]
E(C90)
E(0 °)

E(C0) 15.3°
54.2° 6853

23940

53251

E(C90)
E(0 °)

E(C0) 15.3°
54.2° 1713

5085

13313

E(C90)
E(0 °)

E(C0) 15.3°
54.2° 761

2660

5917

E(C90)
E(0 °)

E(C0) 15.3°
54.2° 428

1496

3328

E(C90)
E(0 °)

E(C0) 15.3°
54.2° 274

958

2130

E(C90)
E(0 °)

E(C0) 15.3°
54.2° 190

665

1479

Beam Angle: Oval; 30° x 110° 125W POWER LED

90° 90°

105°

75° 75°

60° 60°

45°

cd/klm

---------- C0 - C180   ---------- C90 - C270 η=100%

45°

30° 15° 0° 15° 30°

400

600

1000

Koni Daimeter [m] Illuminance [lx]

---------- C0 - C180 (Half value angle: 30.6°)

---------- C90 - C270 (Half value angle: 108.4°)

105°

0.27
1.39

0.55
2.77

0.82
4.16

1.09
5.55

1.37
6.93

1.64
8.32

1.5

2.0

2.5

3.0

1.0

0.5

Beam Angle: 15° 150W POWER LED

90° 90°

105°105°

75° 75°

60° 60°

45°

cd/klm

---------- C0 - C180   ---------- C90 - C270 η=100%

45°

30° 15° 0° 15° 30°

3000

4500

6000

Koni Daimeter [m] Illuminance [lx]

---------- C0 - C180 (Half value angle: 18.4°)

E(0°)
E(C0) 9.2°

572504
277592

E(0°)
E(C0) 9.2°

143126
69398

E(0°)
E(C0) 9.2°

63612
30844

E(0°)
E(C0) 9.2°

35781
17350

E(0°)
E(C0) 9.2°

22900
11104

E(0°)
E(C0) 9.2°

15903
7711

Distance [m]

0.5

1.0

1.5

2.0

2.5

3.0

0.16

0.32

0.49

0.65

0.81

0.97

E(0°)
E(C0) 17.2°

168912
73909

E(0°)
E(C0) 17.2°

42228
18477

E(0°)
E(C0) 17.2°

18768
8212

E(0°)
E(C0) 17.2°

10557
4619

E(0°)
E(C0) 17.2°

6756
2956

E(0°)
E(C0) 17.2°

4692
2053

Distance [m]

0.5

1.0

1.5

2.0

2.5

3.0

0.31

0.62

0.93

1.24

1.55

1.86

Beam Angle: 35° 150W POWER LED

90° 90°

105°105°

75° 75°

60° 60°

45°

cd/klm

---------- C0 - C180   ---------- C90 - C270 η=100%

45°

30° 15° 0° 15° 30°

800

1200

1600

2000

2400

Koni Daimeter [m] Illuminance [lx]

---------- C0 - C180 (Half value angle: 34.4°)

Beam Angle: 70° 150W POWER LED

90° 90°

105°105°

75° 75°

60° 60°

45°

cd/klm

---------- C0 - C180   ---------- C90 - C270 η=100%

45°

30° 15° 0° 15° 30°

400

600

1000

Koni Daimeter [m] Illuminance [lx]

---------- C0 - C180 (Half value angle: 66.6°)

E(0°)
E(C0) 33.3°

62385
18293

E(0°)
E(C0) 33.3°

15596
4573

E(0°)
E(C0) 33.3°

6932
2033

E(0°)
E(C0) 33.3°

3899
1143

E(0°)
E(C0) 33.3°

2495
732

E(0°)
E(C0) 33.3°

1733
508

Distance [m]

0.5

1.0

1.5

2.0

2.5

3.0

0.66

1.31

1.97

2.63

3.28

3.94

Beam Angle: 100° 150W POWER LED

90° 90°

105°105°

75° 75°

60° 60°

45°

cd/klm

---------- C0 - C180   ---------- C90 - C270 η=100%

45°

30° 15° 0° 15° 30°

200

300

400

500

Koni Daimeter [m] Illuminance [lx]

---------- C0 - C180 (Half value angle: 92.4°)

E(0°)
E(C0) 46.2°

34305
5747

E(0°)
E(C0) 46.2°

8576
1437

E(0°)
E(C0) 46.2°

3812
639

E(0°)
E(C0) 46.2°

2144
359

E(0°)
E(C0) 46.2°

1372
230

E(0°)
E(C0) 46.2°

953
160

Distance [m]

0.5

1.0

1.5

2.0

2.5

3.0

1.04

2.09

3.13

4.17

5.21

6.26

Distance [m]
E(C90)
E(0 °)

E(C0) 15.3°
54.2° 8114

28345

63050

E(C90)
E(0 °)

E(C0) 15.3°
54.2° 2029

7086

15762

E(C90)
E(0 °)

E(C0) 15.3°
54.2° 902

3149

7006

E(C90)
E(0 °)

E(C0) 15.3°
54.2° 507

1772

3941

E(C90)
E(0 °)

E(C0) 15.3°
54.2° 325

1134

2522

E(C90)
E(0 °)

E(C0) 15.3°
54.2° 225

787

1751

Beam Angle: Oval; 30° x 110° 150W POWER LED

90° 90°

105°

75° 75°

60° 60°

45°

cd/klm

---------- C0 - C180   ---------- C90 - C270 η=100%

45°

30° 15° 0° 15° 30°

400

600

1000

Koni Daimeter [m] Illuminance [lx]

---------- C0 - C180 (Half value angle: 30.6°)

---------- C90 - C270 (Half value angle: 108.4°)

105°

0.27
1.39

0.55
2.77

0.82
4.16

1.09
5.55

1.37
6.93

1.64
8.32

1.5

2.0

2.5

3.0

1.0

0.5

Beam Angle: 15° 175W POWER LED

90° 90°

105°105°

75° 75°

60° 60°

45°

cd/klm

---------- C0 - C180   ---------- C90 - C270 η=100%

45°

30° 15° 0° 15° 30°

3000

4500

6000

Koni Daimeter [m] Illuminance [lx]

---------- C0 - C180 (Half value angle: 18.4°)

E(0°)
E(C0) 9.2°

652715
316485

E(0°)
E(C0) 9.2°

163179
79121

E(0°)
E(C0) 9.2°

72524
35165

E(0°)
E(C0) 9.2°

40795
19780

E(0°)
E(C0) 9.2°

26109
12659

E(0°)
E(C0) 9.2°

18131
7891

Distance [m]

0.5

1.0

1.5

2.0

2.5

3.0

0.16

0.32

0.49

0.65

0.81

0.97

E(0°)
E(C0) 17.2°

192571
84261

E(0°)
E(C0) 17.2°

48143
21065

E(0°)
E(C0) 17.2°

21397
9362

E(0°)
E(C0) 17.2°

12036
5266

E(0°)
E(C0) 17.2°

7703
3370

E(0°)
E(C0) 17.2°

5349
2341

Distance [m]

0.5

1.0

1.5

2.0

2.5

3.0

0.31

0.62

0.93

1.24

1.55

1.86

Beam Angle: 35° 175W POWER LED

90° 90°

105°105°

75° 75°

60° 60°

45°

cd/klm

---------- C0 - C180   ---------- C90 - C270 η=100%

45°

30° 15° 0° 15° 30°

800

1200

1600

2000

2400

Koni Daimeter [m] Illuminance [lx]

---------- C0 - C180 (Half value angle: 34.4°)

Beam Angle: 70° 175W POWER LED

90° 90°

105°105°

75° 75°

60° 60°

45°

cd/klm

---------- C0 - C180   ---------- C90 - C270 η=100%

45°

30° 15° 0° 15° 30°

400

600

1000

Koni Daimeter [m] Illuminance [lx]

---------- C0 - C180 (Half value angle: 66.6°)

E(0°)
E(C0) 33.3°

71136
20859

E(0°)
E(C0) 33.3°

17784
5215

E(0°)
E(C0) 33.3°

7904
2318

E(0°)
E(C0) 33.3°

4446
1304

E(0°)
E(C0) 33.3°

2845
834

E(0°)
E(C0) 33.3°

1976
579

Distance [m]

0.5

1.0

1.5

2.0

2.5

3.0

0.66

1.31

1.97

2.63

3.28

3.94

Beam Angle: 100° 175W POWER LED

90° 90°

105°105°

75° 75°

60° 60°

45°

cd/klm

---------- C0 - C180   ---------- C90 - C270 η=100%

45°

30° 15° 0° 15° 30°

200

300

400

500

Koni Daimeter [m] Illuminance [lx]

---------- C0 - C180 (Half value angle: 92.4°)

E(0°)
E(C0) 46.2°

39104
6551

E(0°)
E(C0) 46.2°

9776
1638

E(0°)
E(C0) 46.2°

4345
728

E(0°)
E(C0) 46.2°

2444
409

E(0°)
E(C0) 46.2°

1564
262

E(0°)
E(C0) 46.2°

1086
182

Distance [m]

0.5

1.0

1.5

2.0

2.5

3.0

1.04

2.09

3.13

4.17

5.21

6.26

Distance [m]
E(C90)
E(0 °)

E(C0) 15.3°
54.2° 9253

32322

71896

E(C90)
E(0 °)

E(C0) 15.3°
54.2° 2313

8080

17974

E(C90)
E(0 °)

E(C0) 15.3°
54.2° 1028

3591

7988

E(C90)
E(0 °)

E(C0) 15.3°
54.2° 578

2020

4493

E(C90)
E(0 °)

E(C0) 15.3°
54.2° 370

1293

2876

E(C90)
E(0 °)

E(C0) 15.3°
54.2° 257

898

1997

Beam Angle: Oval; 30° x 110° 175W POWER LED

90° 90°

105°

75° 75°

60° 60°

45°

cd/klm

---------- C0 - C180   ---------- C90 - C270 η=100%

45°

30° 15° 0° 15° 30°

400

600

1000

Koni Daimeter [m] Illuminance [lx]

---------- C0 - C180 (Half value angle: 30.6°)

---------- C90 - C270 (Half value angle: 108.4°)

105°

0.27
1.39

0.55
2.77

0.82
4.16

1.09
5.55

1.37
6.93

1.64
8.32

1.5

2.0

2.5

3.0

1.0

0.5

O07.WL.16930

LDT Files / LDT Dataları


