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Quartz Mini

It is crucial to monitor  and manage the operating status of the streetlights constantly. 
With this way both operating and maintenance costs will fall drastically. Public lighting 
systems in urban areas are very widespread and tracking the status of each fitting from 
a central system will ease the operations significantly.

Avolux Quartz Mini range can be integrated with smart streetlighting solutions both 
with Zigbee or GPRS. Each luminare to be integrated with NEMA socket and controller 
in combination with Gateway covering signal area of 2km sq and central user friendly 
software.

Günümüzde sokak armatürlerinden devamlı veri almak ve uzaktan kontrol edebilmek 
önem kazanmıştır. Özellikle şehir merkezlerinde sık ve dağınık kullanılan armatürlerin 
uzaktan takibi ve kontrolü, hem arıza takip hem de günlük operasyon maliyetlerinde 
önemli bir tasarruf sağlamaktadır.

Avolux Quartz Mini serisi akıllı sokak aydınlatma sistemlerine uyumludur. Hem GPRS 
hem de Zigbee protokelleri uygulanabilir. Her armatür NEMA soket ve kontrol ünitesi 
barındırmakta ve 2km karelik sinyal kapasitesi sağlayan Gateway cihazı ve merkezi 
program ile birlikte kontrol edilebilmektedir.

Smart Streetlighting / Akıllı Sokak Aydınlatma Sistemi

Advised Maximum Pole Heights for Quartz Mini Range / Quartz Mini Serisi için Tavsiye edilen Maksimum Direk Yükseklikleri

6mt
5mt
4mt


