Linea Led Series / Linea Led Serisi

|NDUSTR|HL Linea Led

INDUSTRIAL and NEO INDUSTRIAL
designed for illuminating large shop areas like
supermarkets, department stores etc. Highest
lumen per watt offered in a simple body form
offers efficient lighting in reasonable price level.
White lamella louvre decreases the UGR with
minimum efficiency loss enables bright stores
and comfortable lighting.
2700K, 3000K, 3500K, 4000K and 5000K
alternatives available together different power
and luminaire size options.
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INDUSTRIAL ve NEO INDUSTRIAL

ozellikle buytk metrekareye sahip stpermarket
ve magazalar icin tasarlandi. Ylksek verimde 1sik
cikigl basit govde tasarimi icerisinde tasarlanarak
verimli aydinlatmayi rekabetgci fiyat seviyelerinde
sunar.
Beyaz boyali lamel metal reflektor sayesinde
kamasma engellenerek konforlu aydinlatma
saglar. 2700K, 3000K, 3500K, 4000K ve
5000K secenekleri farkl gtic ve boy tercihleri ile
uygulanabilir.
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Industrial

- White painted metal raster louver decreases the
UGR with minimum efficiency loss.

- Beyaz boyall metal petekli reflektor ile kamasma

minimize edilerek aydinlatma konforu en az isik
kaybl ile saglanir.

Mounting Options / Montaj Segenekleri

- Wieland GST 18i3 male plug available for easy
installation suitable to EU standards. Optionally
plugs can be installed on both sides with
2.5mm cables for both powering the fixture and
transporting the power to the next fixture.

— Main body can be delivered in two versions: -
1) White paint finish
2) Non painted pure metal appearence.

Wieland GST18i3 erkek jak ile Avrupa
standardlarina uygun montaj kolayhgi
saglanmaktadir. Alternatif olarak armatiriin her
iki kapagina jak c¢ikigl ile 2.56mm kesitli kablolarla
beslenerek hem armattrin kendisine hem de bir
sonraki armatUre enerji kolaylikla aktarilir.

— Ana gbvdenin iki versiyon secenedi mevcuttur:
1) Beyaz boyali
2) Saf galvanize metal gérinUmli boyasiz

- Suspended mounting option with up to 5mt
steel suspended cord option.

- bmt'ye kadar kullanilabilen ¢elik sarkit tel ile
sarkitma montaj segenegi.

- U lamel accesorie enables Linea Led Industrial
to be mounted easily on profiles if necessary.

- End caps has possibility to be mounted directly
on concrete or false ceiling.

- U lamel aksesuar ile Linea Led Indsutrial
gerektiginde profile kolayca monte edilebilir.

- Sonlama kapaklar Uzerinde bulunan vida
yuvalari sayesinde beton veya algipan tavana
direkt sivatstl monte edilebilir.
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Industrial

DIM Options / DIM secenekleri
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Industial Industial Industial Neo Industial Neo Industial
ON-OFF
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PHASE CUT DIM / FAZ DIM Ext.Code / Kod:
.PH
1-10V DIM Ext.Code / Kod:
_— ° L] [ J [ ] [ ]
VO
DALI DIM Ext.Code / Kod:
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.DA
WIRELESS DIM / KABLOSUZ DIiM Ext.Code / Kod:
_— [ ] [ ] [ ] [ ] [ ]
WD
WARM DIM / SICAK DIM Ext.Code / Kod:
WM
TUNABLE WHITE / DINAMIK BEYAZ  Ext.Code / Kod:
_— [ ] [ ] [ ] [ ] [ ]
TW

Wireless DIM / Kablosuz DIM

Avolux offers wireless DIM control on its
INDUSTRIAL linear range that provides easy
control and saves time on wiring during installation.

Avolux INDUSTRIAL serisi armatUrlerinde kablosuz
DIM segenegi sunarak kolay kontrol olanagdi sunar.
Urtin montaj kurulum esnasinda daha az kablolama
ile zamandan tasarruf sagdlar.

CRI

Avolux offers both CRI>80 and CRI>90 colour rendering index options in its Industrial linear range.

Avolux Industrial serisi armatUrlerinde CRI>80 ve CRI>90 renk segeneklerini saglayabilmektedir.
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